








Specification

Ordering Information

Throughput

Sample Type

Pipette Range

Pipette Accuracy

Robot Arm Positioning Accuracy  

Temperature Range

Temperature Accuracy

Temperature Uniformity

Working Environment

Power Requirenments

Weight

Dimensions

Model*

MGISP -960 

MGISP -960RS

MGISP -960CX

Intended Market

China IVD**

China & Ov erseas RU O

Overseas IV D**

2 l

<  5%

<  ±1 0%

96 sam ples per run

plasm a, saliva, FFP E, gDNA, WGA products etc.

2 ~ 200 l

Volume

CV

Accuracy

PCR

Tem perature 
Control Module

PCR

Tem perature 
Control Module

PCR

Tem perature 
Control Module

Tem perature

Hum idity

Air Pressure

Highest Altitude

Voltage

±0.1 mm

Rated Pow er

250 kg

124 0*740*1 1 1 0  mm

the standard configurat

1 9 ℃ ~ 25 ℃

20%  RH  ~ 80%  RH, no

80 kPa ~ 1 06 kPa

2000 m

4 ~ 99 ℃

4 ~ 90 ℃

200 ~ 240 V， 50 / 60 H

±0.2 ℃ at 72 ℃

±1  ℃ at 72 ℃

±0.3 ℃ at 55 ℃

±1  ℃ at 55 ℃

*The standard configuration includes a P

an oscillator, and a tem perature contro

configurations available to suit m ost req

sales representative(s) before ordering.

** IVD m odels are currently unavailable
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